
 

 

 

ITac Clear 

Experience ITac Clear - an optically clear PET film with a 
patented adhesive designed for both indoor and outdoor 
applications on a variety of smooth surfaces. ITac Clear is 
the ultimate choice for communicating your branding 
and messages with crisp, vibrant colors. Our proprietary 
adhesive technology supports wet or dry mounting for 
flawless graphics and long-term removal without 
residue.  
 
Dive into ITac Clear and give your messages the perfect 
clarity they deserve! 
 
Durability 
Interior: Up to 3 years – vertical exposure under normal 
conditions, exclusive of Ink. 
Exterior: Up to 2 years – vertical exposure under normal 
conditions, exclusive of Ink. 
 
Printing method 
UV curable inks 
 
Shelf life 
1 year, stored at +15 to +25° C (+59° F to +77° F) and 
relative humidity between 45% and 70%. 
 
Advice 
Prevent from contact with solvent or ammoniac based 
cleaner. Clean window with soap and water. Rinse and dry 
glass after cleaning. ITac Clear is not designed for 
structured surfaces.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Warranty 
Continental Grafix products are warranted to be free of 
defects in material and manufacture at the time of 
shipment and to meet the specifications stated in the 
technical specification sheets. We will replace or refund 
the price of any Continental Grafix materials found to not 
meet our product specifications. In no case shall 
Continental Grafix be liable for any direct, indirect, or 
consequential damages, including labor or non-
Continental Grafix materials charges. The determination 
of suitability of this product for any specific use is solely 
the responsibility of the user. No representations, 
guarantees or warrantees of any kind are made to the 
accuracy of suitability for specific applications.        
 
 
 
 
 
 
 
 
 
 
 
 

  

• Retail and decorative window graphics 
• Corporate environmental graphics 
• High-Quality Labeling for electronics, glass 

and any smooth surfaces 

Uses 

• Easy application on a variety of smooth 
surfaces 

• PVC-free construction and recyclable where 
allowed 

• Proprietary adhesive offers clean removal 
even after long-term installation 

• Extremely dimensionally stable 

Features & Benefit 
 



 

 

CONTINENTAL GRAFIX AG 

Lettenstrasse 2 

6343 Rotkreuz 

Switzerland 

CONTACT 

Phone: +41 41 763 66 88 

Fax: +41 41 763 60 14 

Email: info@continentalgrafix.com 

MORE INFORMATION 

For a detailed overview of our 

products please visit:  

www.continentalgrafix.com 

Size Width: 1.372 m         Length: 25.00 m, 50.00 m  

Material Optically Clear Gloss PET 110μ +/- 10μ 

Adhesive Repositionable and washable adhesive  

Liner Siliconized Frosted PET 125μ +/- 10μ 

Application Application temperature 
+15°C to +45°C  
(+59°F to +113°F) 

 
Removal recommended at +10°C or more. 
In critical cases, please test prior to removal on corresponding 
surfaces to avoid residues. 

+10°C to +30°C 
(+50°F to +86°F) 

 

Tecnical Information                    ITac Clear 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


